
Parts Needed:
WS-2 68-69 Door weather strip w/molded ends
WS-5 67-81 Trunk weather strip
88-0273-3 3M super weather strip adhesive (5 oz tube)
88-0279-3 3M general purpose adhesive cleaner (1 qt)
Go to RicksCamaro.com for a complete listing of Door and Trunk weather
stripping!

Tools Needed: 
Razor knife

One inexpensive and simple way to tighten and seal up your Camaro is
to replace the weather stripping! These door and trunk weather strip
pieces are correct to give you an exact fit on your car, attaching with the
original style pins and screws!

The weather stripping that we sell at Rick’s Camaro is an
exact reproduction. The door weather stripping has the correct
molded ends and is held to the door with the original style
pins and screws. The trunk seal is also correct with the same
profile as the original seal and will fit into the body just right. 

Photo #5a & 5b:
Put a small amount
of adhesive on the
weather stripping
and also on the
door. Let it tack up
for about two
minutes before
installing the seal.

Photo #2: The door weather stripping, part WS-2, has molded
ends on each end at the top of the doors and is held on with
pins on the rear and screws on the front, just like factory. The

Photo #3: The door has
small holes along the
center frame.

Photo #4: The weather stripping manufacturer
recommends using 3M super weather strip
adhesive, part #88-0273-3, to help hold the
weather stripping in place.

Time Frame: 
2 Hours
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CAMARO WEATHER STRIPPING INSTALLATION, PART 1
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Photo #1: Before installing the weather stripping, make sure
the door and trunk are adjusted properly. We have adjusted
the door to fender and door to body clearance.

#1

rest of the weather stripping
is held on the door with
plastic pins inserted into the
weather stripping. 
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Photo #6a, #6b & #6c: The
door weather stripping, part
#WS-2, has molded ends for
a correct fit. The end at the
rear of the door is held onto
the door with small black
plastic pins. First, put a small
amount of adhesive on the
molded end and the door,
then let it tack up and install.
The push pins will anchor
the end to the door through
pre-punched holes.

Photo #8: 3M makes a general
purpose adhesive cleaner, part
#88-0279-3, to remove any
excess adhesive. This will not
damage painted surfaces.

Photo #9:
The trunk
weather
stripping,
part #WS-5,
fits into a
trough
around the
trunk on
the body.

Photo #10: The
tall part of the
weather
stripping goes
to the outside.
Adhesive can
be used on this
seal to hold it
down in the
trough, but it is
not necessary.

Photo #11a & 11b: The seal is about 8" too long. Using a
sharp razor blade, cut to the correct length. Now using the
3M super weather strip adhesive, put a small amount on each
and on the trunk seal, then glue them together.
With new door and trunk weather stripping it will give the car
a nice tight feel. Look for the second part of this tech article
in a future issue, where we will discuss installing the cowl and
roofrail seals.
Good luck!

Photo #7: The
front molded end
is held to the
door with two
sheet metal
screws. Using the
adhesive, install
the molded end
and then anchor
in place with the
two screws. 
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